
INDUSTRY & AUTOMATION Solutions

In addition to optimal performance, very low backlash,  
high overload capacity and easy installation, the 
TR  series is a well consolidated and reliable series,  
providing the best price-performance ratio in mid-high  
range applications.
Featuring unparalleled modularity, the TR series offers  
multiple design configurations and a wide range of 
ratios.

PRECISION PLANETARY
IN-LINE & RIGHT ANGLE GEARBOXES

TR Series

•	 Affordable solution in 
applications requiring very 
low backlash and medium 
dynamics

•	 Maximum flexibility thanks to a  
wide range of gear ratios and 
multiple design configurations

•	 Great variety of input and 
output configurations

•	 Fits various environments 
thanks to its IP65 protection 
class

MAIN BENEFITS MAIN OPTIONS

1) Best available value for each size.

TECHNICAL DATA

Sizes Nominal torque (1) Gear ratio range
Torsional Backlash (1) Torsional

Stiffness
Max Tilting

MomentReduced Standard
[Nm] i [arcmin] [Nm/arcmin] [Nm]

053 3-1000 - 5 1 16
060 3-1000 3 5 3 23
080 3-1000 3 5 8 155
105 3-1000 3 5 24 278
130 3-1000 3 5 45 515
160 3-1000 3 5 90 739
190 3-1000 3 5 130 1683
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